
COMBUSTIBLE GAS DETECTORS 
MODEL FP – 424C 

 

 II 2 G EEx d IIC T6 

(KEMA 08ATEX0056) 

 3 wire system 

DC 24V operation 

4-20 mA analog     

output. 

 Reliable detection for 

wide variety of 

combustible gases 

and vapors 

 Sensor life  

approx. 2 years. 
 

The Bionics Combustible Gas Detector FP - 424C is a compact gas leakage 

monitoring system that’s ideal for continuously monitoring combustible gases, 

LPG, LNG, town gas, methane, hydrogen and ethylene in hazardous areas.   

The Bionics FP - 424C allows one-man calibration, which significantly reduces 

the labor and downtime commonly associated with gas detector maintenance and 

service. 

Suitable for use in hazardous areas. 

 
  Bionics Instrument Co., Ltd.  



 
Specifications 
 

 FP – 424C 

Gas Detection Method Catalytic bead 

Range 0 ~ 100% LEL 

Response Time (T90) Less than 15 sec. 

Accuracy ± 5% of Full scale 

Zero Drift < ± 2% / month 

Operating Temp. -20 ~ 40 °C 

Operating Humidity 5 ~ 95%RH(non-condensing) 

Output 4 ~ 20mA DC 

Power Requirement 24V DC 

Connection 3/4” NPT 

Installation Style Wall mount 

Approx. 135(W) × 190(H) × 105(D) mm 

Dimension 

 

Weight Approx. 1.6 kg 

Sensor model CDH-300 

External view of Sensor

 

 

*We reserve the right to change specifications without notice. 
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