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SMART IPA MONITOR 
MODEL SH-2100IR 

 

 
 

  Using NDIR sensor, Continuous Monitoring 

  Range   0 – 2 %  

  Local audio/visual alarm 

  2 dry c Alarm Relay Contacts, 1 dry c Error Relay Contact 

  DC 4 – 20 mA output 

  Optical Flow Sensor Installed 

  DC 24V Operation 
 

Continuous Monitoring 



※We reserve the right to change specifications without notice.

Bionics Instrument Co., Ltd. 
6-1254-2 Shimizu, Higashi-yamato, Tokyo, 207-0004 Japan  
TEL: +81-42-561-4856  FAX: +81-42-565-3950 
e-mail: trade@bionics-japan.co.jp       URL : http://www.bionics-japan.co.jp 

Bionics Instrument Europe B.V. 
Maxwellstraat 7, 1704 SG Heerthugowaard, The Netherlands 
TEL: +31-72-576 5630  FAX: +31-72-572 1818 
e-mail: sales@bionics-europe.com       URL : http://www.bionics-europe.com 

PureAire Monitoring Systems Inc. 
557 Capital Drive, Lake Zurich, IL 60047, USA. 
TEL: +1-847-726-6000  FAX: +1-847-726-6051  Toll Free: 888-788-8050 
e-mail: info@pureaire.net              URL : http://www.pureairemonitoring.com 

Global Bionics Trading Corp.
No.18, Alley 29, Lane 335, Chenggong Rd., Hukou Township, Hsinchu County 30345, Taiwan.  
TEL: +886-3-553-8986  FAX: +886-3-553-8987 
e-mail: gbionics@ms56.hinet.net        URL : http://www.bionics.com.cn 

 

 
Specifications 

 

Principle NDIR (Non-Dispersive InfraRed) 
Target gas Isopropyl Alcohol (IPA) 
Detection range 0 ~ 2% 
Repeatability ± 10 % of full scale 
Monitoring point 1 Point 
Sampling method Sample draw 
Sampling pump Electromagnetic diaphragm pump 
Signal output DC 4 ~ 20mA (900Ω impedance) 
Flow rate 0.5 L/min 
Operating temperature 0 ~ 40 °C 
Operating humidity 20% ~ 90% RH(non-condensing) 
Monitoring style Wall-mount 
Dimensions (mm) 300(W) × 200(H) × 105(D) 
Weight (approx.) 4 kg 
Power requirement DC 24V  10W 

 

Dimensions 
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Unit: mm 


